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TMT LUMBER GRADING DEFINITIONS
Tantimber Ash Lumber

Origin: North America
Latin Name: Fraxinus Americana
Grade: FAS -First and Selects. For more information please check on our American Hardwood Grading 
Classicifications book.
Moisture: %4-7 
Process: Thermowood (TMT)
Process Temperature: 180°C (interior) - 210°C (exterior)

Features:

Thermowood Lumber are in the semi-finished product category and should not be considered as 
final products and some factors must be taken into consideration.

With the minimization of the moisture in the lumber as the Thermowood process result, mass loss 
of 5-7% in thickness and width occurs. Measurements are based on gross measurements.

Colour differences that may occur on the lumber after the process are due to its natural features. 
These color differences are not considered as a defect.

Longitidunal bendings can be seen on the lumber.

Due to the fact that FAS grading definition is in NHLA (National Hardwood Lumber Association), 
defects such as knots, wane and end-splits can be found on the lumber. 

TAN Grade Classification:

In order to maximize the yield and to minimize the losses that will occur during TMT Ash 
Lumber production; we offer our special lumber classification TAN Grade in accordance with 
customers' demands.

With TAN Grade classification; lumber is driven from natural state of lumber to TMT lumber by 
passing through the multistage quality control and 4-sided pre-molding process. By eliminating 
defects such as splits, knots, wane, etc. higher yield is provided. Thus, the width and 
thicknesses of TANTIMBER lumber are reduced, square edged and fully prepared to be 
profiled.

TAN Grade lumber class makes it possible for Tantimber customers to use one face clean 
products, completely free from defects for their special needs and special productions to 
achieve high yields.

WIDTH (mm) LENGTH (mm)THICKNESS (mm)

26-32-38-52 102-127-152
1800-3600 
3900-4200 
optional
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TANTIMBER
TMT LUMBER GRADING DEFINITIONS
Tantimber Iroko Lumber

Origin: Cameroon - Africa
Latin Name: Milicia Excelsa (Chlorophora Excelsa)
Grade: FAS 
Moisture: %4-7 
Process: Thermowood (TMT)
Process Temperature: 185°C - 200°C

Features:
Thermowood Lumber are in the semi-finished product category and should not be considered as 
final products and some factors must be taken into account.

With the minimization of the moisture in the lumber as the Thermowood process result, mass loss of 
5-7% in thickness and width occurs. Measurements are based on gross measurements.

The color tone differences that can occur on the lumber after the process are due to its natural 
features. These color differences are not considered as a defect.

Longitidunal bendings can be seen on the lumber.

Thermowood Iroko lumber are free of sapwood.

Due to the fact that Thermowood Iroko is semi-finished product defects such as worm holes and 
end-splits can be found on the lumber.

25-50 100-130 2000-3600

WIDTH (mm) LENGTH (mm)THICKNESS (mm)



TAN Grade Classification:

In order to maximize the yield and to minimize the losses that will occur during TMT Tulipwood 
Lumber production; we offer our special lumber classification TAN Grade in accordance with 
customers' demands.

With TAN Grade classification; lumber is driven from natural state of lumber to TMT lumber by 
passing through the multistage quality control and 4-sided pre-molding process. By eliminating 
defects such as splits, knots, wane, etc. higher yield is provided. Thus, the width and thicknesses 
of TANTIMBER lumber are reduced, square edged and fully prepared to be profiled.

TAN Grade lumber class makes it possible for Tantimber customers to use one face clean 
products, completely free from defects for their special needs and special productions to 
achieve high yields.
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TANTIMBER
TMT LUMBER GRADING DEFINITIONS
Tantimber Tulipwood Lumber

Origin: North America 
Latin Name: Liriodendron Tulipifera 
Grade: FAS -First and Selects. For more information please check on our American Hardwood 
Grading Classicifications book.
Moisture: %4-7 
Process: Thermowood (TMT)
Process Temperature: 210°C 

Features:
Thermowood Lumber are in the semi-finished product category and should not be considered as 
final products and some factors must be taken into account.

With the minimization of the moisture in the lumber as the Thermowood process result, mass loss of 
5-7% in thickness and width occurs. Measurements are based on gross measurements.

The color tone differences that can occur on the lumber after the process are due to its natural 
features.

These color differences are not considered as a defect.

Longitidunal bendings can be seen on the lumber.

Due to the fact that FAS grading definition is in NHLA (National Hardwood Lumber Association), 
defects such as knots, wane and end-splits can be found on the lumber.

26-32-38-52 102-127-152 2400-4800

WIDTH (mm) LENGTH (mm)THICKNESS (mm)



Menşei: Kuzey Amerika

Latince Adı: Fraxinus Americana

Kalite: FAS -First and Selects.  Daha detaylı bilgi için Amerikan Sert Ağaçları Sınıflandırmaları kitabına bakınız. 

Nem: %4-7 

İşlem: Thermowood (TMT)

İşlem Derecesi: 180°C (iç mekan)- 210°C (dış mekan)

Özellikler:

    Thermowood Keresteler yarı mamül sınıfında olup nihai ürünler şeklinde değerlendirilmemelidir ve bazı 
unsurlar göz önünde bulundurulmalıdır.  

    Thermowood işlemi neticesinde gerçekleşen nemin keresteden çıkarılması ile Ahşap ölçülerinde %5-7 arasın-
da kalınlık ve genişlik ölçülerinde kütlesel kayıp oluşmaktadır. Ölçülendirmeler Brüt Ölçü üzerinden yapılmak-
tadır. 

    İşlem sonrası kerestelerde oluşabilecek ton farklılıkları doğal ürün olma özelliğindendir. Bu renk farklılıkları bir 
kusur olarak ele alınmamaktadır. 

    Kerestelerde boyuna ve kılıcına eğilmeler görülebilmektedir.

    FAS kalite tanımı bir NHLA (Amerikan Sert Ağaç Tasnif Sınıfı) olmasından dolayı kerestelerde budak, sulama 
ve baş çatlakları gibi kusurlar bulunabilmektedir. 

TAN Grade Sınıflandırması:

Üretimi en yoğun gerçekleştirilen TMT Dişbudak Kerestelerin tedariğinde yüksek verim ve üretim esnasında 
ortaya çıkacak zayiatları asgari düzeye indirmek amacıyla müşterilerimize tercihe bağlı olarak TANGRADE 
olarak isimlendirdiğimiz özel bir kereste sınıflandırması da sunuyoruz. 

TANGRADE sınıflandırması; kerestenin doğal halinden TMT haline geçişi esnasında çok aşamalı kalite 
kontrolünden ve 4 taraflı ön siliş işleminden geçirilmesi ile verimi yüksek, çatlak, budak düşmesi gibi kusurlardan 
arındırılması işlemidir. Böylelikle TANTIMBER kerestelerinin genişlik ve kalınlıkları azaltılarak 4 tarafı köşeli ve tek 
ölçüye getirilir ve kusurların ayıklanması ile tamamen işlemeye hazır hale getirilir. 

TANGRADE kereste sınıfı Tantimber müşterilerinin kendi ihtiyaçları ve özel işlemleri için kullanabilecekleri bir 
yüzü tamamen kusurlardan arındırılmış yüksek verim elde edilmesini mümkün kılan kerestelerdir. 
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TANTIMBER
TMT LUMBER GRADING DEFINITIONS
Tantimber Pine Lumber

Origin: Scandinavia
Latin Name: Pinus Sylvestris
Grade: A Grade
Moisture: %4-7 
Process: Thermowood (TMT)
Process Temperature: 212°C 

Features:
Thermowood Lumber are in the semi-finished product category and should not be considered as 
final products and some factors must be taken into account.

With the minimization of the moisture in the lumber as the Thermowood process result, mass loss of 
5-7% in thickness and width occurs. Measurements are based on gross measurements.

The color tone differences that can occur on the lumber after the process are due to its natural 
features.

These color differences are not considered as a defect.

Longitidunal bendings can be seen on the lumber.

Due to the fact that it is A Grade, defects such as sound knots, surface and end-splits can be found 
on the lumber.

Due to their natural structure Thermowood Pine is a wing knotted lumber.

Lumber are obtained by 2-EX cutting method.

25-32-50 100-125-150 3000-5700

WIDTH (mm) LENGTH (mm)THICKNESS (mm)




